
The Speak Hole and Backer Transaction Window applies only to 
interior applications, making it more economical for the 
budget-conscious. Framing options include: satin or dark 
bronze anodized aluminum, prime painted steel or stainless 
steel with a plastic laminate base and recessed cash tray. Voice 
transmission is via a 6” acrylic portal with a 10” oversized backer.

DESCRIPTION
• U.L. 752 Standard for Bullet Resistant Materials

• NSI Z971-1984 Safety Glazing Materials for Building

• ASTM C 1036 Standard Specifications for Flat Glass

• ASTM C 1172 Standard Specification for Laminated 
Architectural Flat Glass

• ASTM 4802 Standard Specification for Poly(Methyl 
Methacrylate) Acrylic Plastic Sheet

• UL Levels 1-5 (Glazing)

• UL Levels 1-7 (Variety of Channel Available)

RATINGS
• Available in Acrylic, Polycarbonate, and GCP

• Intended for Interior Purposes

• Rated or Non-Rated Channel Available

OPTIONS

STANDARDS

U.L. LEVEL 3 TSS-BL2.5
ALUMINUM 1-PC
CHANNEL SHOWN

U.L. RATED LEVEL 1-5
BULLET RESISTANT
GLAZING

COUNTER BY
OTHERS

SPEAK HOLE & BACKER
VOICE PORT

RECESSED DEAL TRAY

10 Ø6 10 Ø6 10 Ø6

THREAT SIDE

SECURE SIDE

5 5
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SPEAK HOLE AND BACKER TRANSACTION LINE SYSTEM
PART#: TLS_SPEAK_HOLE
PRODUCT LINE: WINDOWS


