
The TSS Square Style Transaction Line creates a large 
square opening for sound to travel, while protecting 
against shooting lanes and giving a sleek look. Using a 
cutout in the glazing wall section, a backer “Square Stlye” 
window is attached and spaced 1�1⁄2” from the main 
glazing wall section. These systems are great for banks, 
reception areas, and service counters.  

DESCRIPTION
• U.L. 752 Standard for Bullet Resistant Materials

• NSI Z971-1984 Safety Glazing Materials for Building

• ASTM C 1036 Standard Specifications for Flat Glass

• ASTM C 1172 Standard Specification for Laminated 
Architectural Flat Glass

• ASTM 4802 Standard Specification for Poly(Methyl 
Methacrylate) Acrylic Plastic Sheet

RATINGS

OPTIONS

STANDARDS

THREAT SIDE

PE

26
18

3842
1 2

6

44 48
1 2

DEAL TRAY

COUNTERTOP AND MILLWORK

RECTANGULAR WINDOW

U.L. RATED LEVEL 1-5 BULLET
RESISTANT GLAZING

SOFFIT LINE

U.L. RATED LEVEL 2 BULLET
RESISTANT PACKAGE
EXCHANGE UNIT: 14" x 14" x 14"

SECURE SIDE

18

4
26

11 2

• Available in Acrylic, Polycarbonate, and GCP

• Intended for Interior Purposes

• Rated or Non-Rated Channel Available

• Available at a Radius Sytem 

• UL Levels 1-5 (Glazing)

• UL Levels 1-7 (Variety of 
Channel Available)
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SQUARE STYLE TRANSACTION LINE SYSTEM
PART#: TLS_SQUARE_WINDOW
PRODUCT LINE: WINDOWS


