
The Steel Transaction Window has a frame of constructed of 
either cold rolled steel with a primer finish or stainless steel. 
These windows can be packaged with a stainless steel or plastic 
laminate countertop, along with a currency tray, voice port, and 
package exchanger. The transaction window is also available as 
a fixed 4-sided frame. In additon, this transaction window can 
be applied as a system or series of connected transaction 
windows.

DESCRIPTION
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• Underwriters Labotatory UL 752 Standard
for Bullet Resistant Equipment

• ASTM C 1172 Standard Specification for 
Laminated Architectural Flat Glass

• ASTM A36/A36M-08 Standard Specification 
for Carbon Steel

•  U.L. 752 1-8

RATINGS

• Available as a Fixed Window or Window with Countertop and 
Cash Tray

• For Voice Transmission, Hole & Backers, Metallic Voice Ports, 
and Electrified Voice Ports are all available for this Transaction 
Window

•  All Glazing Options Available

•  14 Ga 304 # 4 Polished Stainless Steel Avaialble 

•  16 Ga Prime Painted A1008 CR

OPTIONS

STANDARDS

RECESSED CURRENCY DEAL
TRAY

PLASTIC LAMINATE OR
STAINLESS STEEL COUNTER

HOLE & BACKER VOICE PORT

U.L. RATED BULLET
RESISTANT GLAZING

STEEL FRAME

STEEL U-CHANNEL

THREAT SIDE

SECURE SIDE
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U.L.    RATED BULLET
RESISTANT GLAZING
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THREAT SIDE

SECURE SIDE

STEEL REMOVABLE
STOP INSTALLED WITH #10 - 2" FHP

#10 - 3 1/2" FHP SCREWS TO
SECURE FRAME TO WALL ON
BOTH VERTICALS

STEEL FRAME
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STEEL TRANSACTION WINDOW
PART#: TW_STEEL_HMF
PRODUCT LINE: WINDOWS


